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Dyckerhoff White Cements
for various applications

The brand “Dyckerhoff WEISS” has set benchmarks for high quality Dyckerhoff white cements are produced in a special manufac-

in building materials since 1931. Today, Dyckerhoff WEISS — our turing process and comply with the cement standard EN 197-1
white Portland cement and “specialty of the house” —is more (in-house and third-party monitoring). They are available in
relevant and modern than ever. In an ideal manner, it combines strength classes 42.5 R, 52.5 N and 52.5 R. Only very pure raw
the constructive characteristics of gray cement with the esthetic materials which have got very low iron are their base. Without
possibilities and the scope for design of white cement. additives, all Dyckerhoff WEISS products are low in chromate.
Dyckerhoff WEISS gives ever new impulse for building and design- We have always noted with pride that the product name Dyckerhoff

ing with concrete, as it offers architects, planners and builders to use ~ WEISS is used as a synonym for white Portland cement. For us, this

a wide range of colors, shapes and structures. Thanks to Dyckerhoff is a clear indication that Dyckerhoff WEISS, as a traditional product
WEISS, white and colored products such as exposed concretes, pre- of Dyckerhoff, already has the name and the reputation of a success-
fabricated concrete elements and artificial stones, high-grade plasters  ful brand. We have consistently developed the Dyckerhoff WEISS
and mortars can have a friendly and strong color appearance. brand and have created our own types for various applications.



Dyckerhoff WEISS FACE
CEM 142.5R (dw)

... for brilliant and durable concrete
surfaces, e.g. exposed concretes,
prefabricated concrete elements,
artificial stones, concrete goods,
Terrazzo or fair faced bricks

Dyckerhoff WEISS
CONTACT

CEM 142.5R (dw)

... primarily for construction
chemical products, e.g. leveling
compounds, finish plasters, adhesive
mortars or additive-rich formulations

Dyckerhoff WEISS DECOR
CEM 1 42.5 R (dw)

... for cement- or lime-cement-
based mortars, e.g. finish plasters,
adhesive mortars, tile grouts,
repair and masonry mortars

Dyckerhoff WEISS

BLUE STAR

CEM IV/A (P) 42,5R

... for all applications with a smaller
carbon footprint thanks to the use
of natural pozzolan*

Dyckerhoff WEISS STRONG
STRONG N CEM 152.5N
STRONG RCEM | 52.5R

... for mortars and concretes with
early strength development, e.g.
concrete goods, prefabricated
concrete elements, masonry and
adhesive mortars or grouts

Dyckerhoff FLOWSTONE
white / gray

... high-performance binders for
the production of concrete products
and thin or filigree components
with highest requirements in
relation to quality, technical
features as well as aesthetics

The details provided in this information sheet are general information and we cannot take into consideration chemical and/or physical characteristics from materials which may be mixed
with our products, jointly processed with our products or come into contact with our products in any way (e.g. as a result of various site conditions). The information is therefore not appro-
priate for any specific application. Therefore our products must be inspected and tested for each and every individual, application-related utilization prior to their use. The details contained

in this information sheet do not constitute any form of quality guarantee.

* QWP o1 siar = 828 kg COZ-Aq/t, Module A1-A3, verified in EPD [NEPD-11546-11546-2, valid until 2031-04-14] compared to
=943 kg CO,-Ag/t, Module A1-A3, verified in EPD [NEPD-11547-11547-2, valid until 2031-04-14]

net CEM 142.5 R (dw)

Dyckerhoff WEISS - Dyckerhoff GmbH
Verkauf und Marketing Weiss- und CSA-Zement

P.O. Box 2247, 65012 Wiesbaden
Germany

the esthete among cements

Phone +49 611 676-1171
weisszement@dyckerhoff.com
www.dyckerhoff-weiss.com
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